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A.MODEL: TDA-W3015KDP17

B. SPECIFICATION
Test condition: Temperature: 15~35℃ Related Humidity:25~75% (GB/T9396-1966)

No. Item Specification Condition

1 Dimension 30 x15 x H 1.7mm

2 Weight 1.6Grams

3 Electric Capacity 300± 30%nF 0.3Vrms 1kHz

4 Resonant Frequency 850 ± 20%

5
Output Sound Pressure Level

S.P.L.
80±3db(5V / 0.1Meter )

Average at
0.9K,1.0K,1.2K,1.5K Hz

6 Frequency Range Fo---20K Average SPL 10 db.

7 Distortion 10% Maximum At 1.0kHz , 0.5W

9 Power Rating Normal: 5 Vrms
Maximum: 7 Vrms Sine Wave

10 Operating temp. - 25 ~ + 60℃

11 Abnormal Sound test Must be Normal Tested By
5Vrms Sine Wave

12 Load Test 5Vrms 100H White Noise

13 RoHS The Speaker is RoHS
compliant.

C. Environmental Test
No. Item Condition Evaluation standard
1 High Temperature After being placed in a chamber at +60℃ for 96 hours

Being placed for 6 hours at
room temperature, speaker
shall be measured.
SPL should not deviate by 
3 db, and resonant
frequency should not
deviate by  80 Hz,
compare with pre-test
measurement.

2 Low Temperature After being placed in a chamber at -25℃ for 96 hours.

3 Humidity After being placed in a chamber at +403℃and 90~95%(RH)
Relative Humidity for 96 hours.

4 Temperature Cycle
test

The part shall be subjected to 4 cycles. One cycle shall be
consist of:



D. Mechanical and Vibration Test

No. Item Test condition Evaluation standard

1 Vibration Frequency 3015 Hz, Amplitude 1.5 mm for 3 Hours. SPL shall not deviate by 3

db from pre-test

measurement,2 Drop Test Drop the speakers onto the board 40 mm thick 10 times from
the height of 75 cm.

E. Reliability Test
No. Item Test conditions Evaluation standard

1 Load test 5Vrms White noise is applied for 100 hours

Speaker should not fail

after apply 20  20K Hz

White noise rated power

input (RMS), 100 hours.

After test, SPL shall not

deviate by 3 db from

pre-test measurement,

F. MEASURING METHOD(SPEAKER MODE)
F-1 .Test Condition
STANDARD：

Temperature : 15 ~ 35℃
Relative humidity : 45% ~ 85%,
Atmospheric pressure : 860mbar to 1060mbar
JUDGEMENT：

Temperature : 20±3℃
Relative humidity : 60% ~ 70%,
F-2 . Standard Test Fixture
1.Input Power :5V
2.Zero Level : -dB
3.Mode : SPEAKER
4.potentiometer Range : 50dB
5.Sweep Time : 0.5sec



G. FREQUENCY RESPONSE CURVE



H.THD

I. DRAWING

he back ron The front iron 

Unit: ±0.5mm



J. Note cautions
a. Can not be applied DC bias voltage and a sounding body or pronunciation elements, otherwise its insulation
resistance will decrease and the use of performance degradation.

b. Can not be imposed over pronunciation body or pronunciation components allows the use of voltage range of
the voltage on the.

c. Please pay attention in welding process, don't let soldering flux invasion into the sound chamber , otherwise flux can
cause defect conduction。

d. Use should handle with care, avoiding direct pressure contact, or inadvertently falling down, to prevent the
occurrence of fault, or the generation characteristics of abnormal movements.

K. Revision
No. DATE DESCRIPTION REMARK VERSION

1 2012.10.08 Initial condition TDA-W3015KDP17 V1.0

2 2015.7.1 Add wire with plug TDA-W3015KDP17 V1.1
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